[image: image1.jpg]





         


 REPUBLIC OF KENYA   
      [image: image17.jpg]NNVYEL 40 INVINGIAOD FH. HOd

SYMOM DInand
40
3LVy0L103dIa

FapeLg

TR oo T

o b, ey

ON wor
ON Wall d AL
£

[4

e

08:1 1 FEST

HLTVIH AALSININ ey

SNOILO3S ANV
SNOLLVAIE'LNOAV NV1d ONNO¥D

SO

ANMLYT Lid IONVLS-OML|

L

uosIAeY
————————————————————

*|01ju0d 8)1uLs) 10 pasiod aq o)
UOIEPUNO) [EUIAIXS PUNOJE

PUE Ge[s Jopun S|I0S [y 8i0opiey
pajordwoo |am uo‘Buipurg
WeLnw %oly) Wwog uo bunoays
auayhjod abneb goQ} 18A0

pake| aq o1 [9A9| puno.B 1e sqejs Iy
uo|IoNASUCd

SpHom ay)
JUSWSOUSWIWOD 910}9q SUOISUSWIP
oy}

1le AjuaA pue 393y0 Jsnui 10joeuog
* paeas aq 0} Jou aue sbuimelq
‘payads

asImIBYI0

SSSJUN WW Ul 818 SUCISUBWIP |1y

310N

10-S NOILDO3S

a)Is uo
paulwlis}ep
yidap
11d
JION
" osy |

NOLLVA3T3 3QIs

NOLLVATI3 MOvE

NOLLYATT3 34Is

NOLLVATT3 LNO¥A
NOLLVAIT3 LNOY4d

0009

|

L

qeis oyosouos |
paa.ojulel WG|

008°t

|erosdde yoiy
0} fiuosew uo
jured pue Jajseld \V

‘Jenosdderyaay o} %

Buidoo 2od apim wwigsz

|lem Aluosew
OIL} WGl

001

3 =
il
&
g
0015
to ooe bat e tot
boz oo0r b0z ook bod e t0
B 77 B
] 3
5] 8
—_— o
g 9071 i
B B
8 i g
\ 7
i Y |
B ~ (- B
e 8 | g
D |
LY |
ol Bmudf I
5 ]
ba? oL bo¥ooor  bed | e to
ot 24 bk 51 tod
0015
o
&
=}





[image: image2.png]



    TURKANA COUNTY GOVERNMENT

    PROPOSED CONSTRUCTION OF TWO DOOR PIT LATRINE 
AT
NATIONOKAR ECDE,
TURKANA WEST SUBCOUNTY 
FUNDED BY PLAN INTERNATIONAL ORGANIZATION
                Prepared by:

                Directorate of Public Works, 

                Ministry of Roads, Transport

                and Public Works.
December 2025

TWO DOOR PIT LATRINE
BILLS 

OF 

QUANTITIES

[image: image3.emf]ITEM DESCRIPTION UNIT

QUAN

TITY RATEAMOUNT(Kshs)

EXCAVATIONS

A.

Clear site of all bushes,shrubs and 

scrubs SM 68

B

Excavate oversite to remove top 

vegetable soil average 150mm and 

cart away SM 14

C

Excavate pit from stripped level but 

not exceeding 1.5m deep CM 16

D

Ditto exceeding 1.5m but not 

exceeding 3.0 CM 16

E.

Ditto exceeding 3.0m but not 

exceeding 4.5 CM 16

F

Ditto exceeding 4.5m but not 

exceeding 6.0 CM 16

Disposal

G.

Load and cart away surplus 

excavated materials on site CM 64

H.

Allow for removal of water from 

excavated pit ITEM 1

I.

Allow for holding sides of 

excavations from caving in ITEM 1

Total carried to collection page 1 

of 11

Kshs.

[image: image4.emf]ITEM DESCRIPTION UNITQUANTITYRATE KSHS

SUBSTRUCTURES WORKS-

CONTINUED

Hardcore backfill

A

Supply,transport,deliver and 

handpack gravel 300mm thick below 

foundation slab,this includes  SM 9

B.

50mm thick quarry dust blinding to 

hardcore(measured separately) SM 9

Damp proof membrane

C.

Two layers 1000 gauge polythene 

sheeting with minimum 300mm side 

and end laps SM 9

Concrete class 1:3:6 (40mm 

aggregate)

D.

50mm thick blinding foundation in 

trenches SM 11

Supply and put in place vibrated 

reinforced concrete class 

25(20mm aggregate) in:-

E. Strip footing CM 2

F. 150mm thick ground floor slab SM 14

G. Intermediate beams CM 2

Total carried to collection page 2 

of 11

Kshs.

[image: image5.emf]Item  Description Unit QuantityRate Kshs.

No.

SUBSTRUCTURES WORKS-

CONTINUED

Supply and construct formwork to 

the sides of the concrete 

surfaces.The formwork shall 

comprise acceptable timber or 

steel shutters with and including 

mould oil,putting in place and 

striking off.Where the surface of 

concrete is disturbed by striking 

off,it shall be repaired at the 

contractors cost

A.

Formwork to sides of strip 

foundation SM 11

B.

Formwork to soffits of suspended 

slab SM 5

C.

Formwork to sides of ground floor 

slab 150mm wide LM 23

D.

Form or leave small hole size not 

exceeding 0.1m2 in suspended 

concrete slab NO 2

Supply,transport,deliver,cutting,b

ending and installing of steel rods

High tensile square twisted 

reinforcement bars to B.S 4461 

including bends,hooks,tying 

wire,distance blocks,chairs and 

spacers

E.  Reinforcement bars 10mm diameter KG 95

F. Reinforcement bars 12mm diameter KG 179

G. Reinforcement bars 8mm diameter KG 14

Supply,transport and install mesh 

fabric reinforcement

G.

Fabric mesh reinforcement BRC type 

A142 weighing 2.22kglm2 with  SM 9

Total carried to collection page 3 of 11
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No.

SUBSTRUCTURE CONTINUED

Construction of natural stonework 

walling: roughly squared;bedded 

and jointed in 1:4 cement and 

sand mortar and reinforced with 

20 gauge hoop iron wall ties every 

alternate course.The stone 

crushing strength to be minimum 

7N/mm2

200mm thick SM 75

Brough forward from page 1

Brought forward from page 2

Brought forward from page 3

Total carried to collection page 4 of 11
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No.

WALLING

External and internal walling

The quantity is calculated as 

gross, including the edges, the 

necessary corners.The openings 

will be deducted where the walls 

will be filled with other materials 

other than masonry/blockwork

Supply, transport, deliver selected 

quality natural bushs stone for 

walling. The wall will be bedded 

and jointed in 1:4 cement and 

sand mortar and reinforced with 

20 gauge hoop iron every alternate 

course. The concrete blocks 

should have a minimum crushing 

strength of 7N/mm2

150mm thick SM 48

Supply,transport,deliver and 

install dump proof courses under 

masonry or concrete block walling

B

150mm wide with and including all 

necessary laps LM 24

Supply,transport,deliver and 

install approved precast concrete 

coping bedded with and including 

cement and sand mortar (1:3), all 

coping shall be straight and in line 

with the masonry/concrete block 

walling

C

250mm wide precast concrete 

coping twice weathered and twice 

throated LM 11

Supply,transport,deliver and 

install in place precast concrete 

louvre blocks jointed with and 

including cement sand 

mortar(1:3) as directed by the 

Engineer

200mm thick precast concrete louvre 

blocks

SM 2

Total carried to collection page 5 of 11
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No.

CONCRETE WORKS

Supply and put in place vibrated 

reinforced concrete class 25 

(20mm aggregate) in:-

A Ring beams CM 1

Supply and construct formwork to 

the sides of the concrete surfaces. 

The formwork shall comprise 

acceptable timber or steel shutters 

with and including mould oil, 

putting in place and striking off. 

Where the surface of concrete is 

disturbed by the striking off, it 

shall be repaired at the 

Contractor's cost

B

Formwork to sides and soffits of ring 

beam SM 6

Supply, transport, cutting, 

bending and installing of steel 

rods

High tensile square twisted 

reinforcement bars to B.S. 4461 

including bends, hooks, tying wire, 

distance blocks, chairs and 

spacers

C

Assorted reinforcement bars 12mm 

diameter KG 35

D

Assorted reinforcement bars 8mm 

diameter

KG 12

Total carried to collection page 6 of 11

[image: image9.emf]Item 

Description

Unit QuantityRate Kshs.

ROOFING

Where welding will be done on 

site, the contractor will provide 

approved welding machines with 

fire extinguishers. Safet clothing 

shall be worn at all times while 

welding. No hot works will be 

allowed inside a building without 

necessary permits by the Engineer

Supply, transport and install 

Framed structural steelwork to B.S 

4360 Grade 43C, with shop 

fabricated connections and site 

welded, bolted or riveted 

intersections. The structural 

steelwork shall be installed at a 

height approximately 4m from 

ground surface

A

75 x 50 x 3mm thick rectangular 

hollow section roof structure 

installed directed/instructed by the 

Engineer LM 38

B

40 x 40 x 2.5mm thick square hollow 

section roof purlins installed 

directed/instructed by the Engineer LM 26

Roof covering

Supply, transport and install G.C.I 

roofing sheets . The roofing sheets 

to be installed using the strict 

manufacturer's specifications and 

with including all necessary bolts, 

nuts and other affixtures. Where 

raking and curved cutting will be 

required, the contractor will do 

them at his own cost

C 28 Gauge roof covering; including all 

necessary accessories

SM 9

D

150mm diameter medium duty uPVC 

ventpipe fixed to the wall with and 

including all necessary steel brackets 

at 600mm centres

LM 6

Total carried to collection page 7 of 11
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Fascia board

Supply, trasnport, deliver and 

install cypress fascia board with 

smooth surfaces on both sides. 

One edge of the timber will be 

weathered

A

25mm thick x 300mm wide cypress 

fascia board firmly fixed to steel 

trusses and purlins LM 11

Supply, transport, prepare and 

apply gloss paint to plastered 

general surfaces. The paint shall 

comply with the specifications 

supplied alongside with these Bills 

The contractor shall apply 

undercoat, skimming and two 

finishing coats of gloss paint. The 

engineer shall select the colour 

B Gloss paint to wooden surfaces SM 7

Subtotal

Brought forward from page 7 -                

Total carried to collection page 8 of 11
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DOORS

purpose made mild steel door 

with one coat red lead oxide 

primer comprising of 75x50x2mm 

thick rolled hollow section frame 

all round 40x40x2mm thick R.H.S 

horizontal/vertical frames all 

welded together as described:-

A

900 x 2400mm single leaf  steel 

made door to architects specification NO 2

IRONMONGERY

Supply and fix the following 

ironmongery dry frame union or 

any other equal and approved 

manufacturer:

B  100mm brass hinges NO 4

C

 Three lever ' union' mortice lock  

complete with furniture NO 2

D

 prepare and apply three coats of oil 

paint to general surfaces of steel 

doors internally and externally SM 2

E

Prepare and apply three coats of 

clear plyurethane

SM 4

Total carried to collection page 9 of 11
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 EXTERNAL AND INTERNAL 

FINISHES

WALL FINISHES

 12mm Thick  cement and sand 1:4 

plaster or rendering to:-

B

 Walls steel trowels smooth 

internally SM 89

C

 Prepare and apply three coats of silk 

vinyl emulsion paint to general 

surfaces of plastered or rendered to 

existing walls SM 89

D Ditto but external wall beam SM 7

FLOOR FINISHES

The conctractor will be required 

to prepare and clean the floor 

surface before placing floor finish. 

The engineer will inspect the 

cleaned surface before any finish 

is applied

25mm thick coloured cement sand 

(1:4) screed

as described in:-

25mm Thick cement and sand (1:4) 

screed to SM 16

Total carried to collection page 10 of 11
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SUMMARY OF ELEMENTS

A SUBSTRUCTURE

B WALLING

C CONCRETE WORKS

D ROOFING

E DOORS

F FINISHES

Subtotal

Total Carried to Grand Summary 

page

Kshs.


                                             PROVISIONAL 

AND 

PRIME COST SUMS 
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                                                                                             GRAND 

SUMMARY
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              2-DOOOR PIT LATRINES ARCHITECTURAL DRAWINGS
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DESCRIPTION





QTY





UNIT





RATE





SHS





P.C.  AND  PROVISIONAL  SUMS





PROVISIONAL SUMS





The following provisional sums are to be 





measured  





and priced in accordance with the rates co





ntained in 





 





these Bills of Quantities or pro-





rata thereto or  





deducted in whole if not required.











 





 





 

















A





Allow a provisional sum of Kenya shillings fifty 





thousand(KES 50,000.00) only for 





contigencies





50,000.00





50,000.00





TOTAL CARRIED TO GRAND SUMMARY





ITEM





DESCRIPTION                                 Page  No.





For Official Use only





For Tenderer's use





only





A





Bill No.   1    Particular Preliminaries                      





0.00





B





Bill No.   2   General Preliminaries                      





            0.00





C





Bills  No. 3   Measured Works:























 











D





P. C. & Provisional Sums





50,000.00





Sub - Total 





Amount  in words: Kenya Shillings …………………………………………………………………





…………………………………………………………………………………………………………..





Tenderer's Signature ……………………………………………………………………………..





Address ……………………………………………………………………………………………….





Date   …………………………………………………………………………………………………..





Witness Signature ……………………………………………………………………………..





Address ……………………………………………………………………………………………….





………………………………………………………………………………………………………….





Date   …………………………………………………………………………………………………..





GS/1





GRAND  SUMMARY





TOTAL  CARRIED  TO  FORM  OF  TENDER:  KSHS    











